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*** ADDENDUM*** ADDENDUM*** ADDENDUM*** ADDENDUM ***

SOLICITATION: PM5042AD1
DUE DATE: 12/21/2004
TIME: 2:00 P.M.

DESCRIPTION: SALT STORAGE BUILDINGS - PAROWAN UTAH
ADDENDUM #1
Please note the following:
1. Please add the following section to the specifications. It was inadvertently left out.
SPECIAL CONSTRUCTION - FABRIC ARCH SYSTEM
GENERAL
SECTION REQUIREMENTS
Engineer, design, fabricate and erect a complete single span, truss arch fabric covered steel framed building system to withstand loads
from winds, gravity, structural movement including movement thermally induced, and to resist in-service use conditions that the building
will experience, including exposure to the weather, without failure. System to include 1 end wall assembly.
Submit Product Data and Shop Drawings.
Warrantee fabric for fifteen years. Warrantee entire system for five years.
PRODUCTS
Product shall be by Cover-All or approved equal.

MATERIALS

Steel tubing cross members and back wall framing members shall comply with ASTM 500, Grade B, ASTM A501 or ASTM A53.
Provide triple coat exterior finish with interior corrosion resistance coating.

Steel members fabricated from plate or bar stock shall be 42 ksi minimum yield strength and comply with ASTM A529, ASTM A570, or
ASTM A572.

Bolts shall be ASTM A307 or A325.

Fabric cover shall be woven high density polyethylene tape with double stack weave, finish coated both sides.
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Cover fastening system shall be compatible with cover fabric and include zero stretch belting, welded fabric pockets and 10,000 Ib
capacity lashing winches.

EXECUTION
FABRICATION

Fabricate components in such a manner that once assembled, they may be disassembled, repackaged and reassembled with a
minimum amount of labor.

Shop-fabricate framing components to indicated size and section with base plates, bearing plates, and other plates required for
erection, welded in place. Provide holes for anchoring or connections shop-drilled or punched to template dimensions.

ERECTION

Framing: Erect framing true to line, level, plumb, rigid, and secure. Level base plates to a true even plane with full bearing to supporting
structures, set with galvanized anchor bolts.

Provide diagonal rod or angle bracing in roof and sidewalls as indicated. Movement-resisting frames may be used in lieu of sidewall
rod bracing, to suit manufacturer’s standards

Provide shapes of proper design and size to reinforce openings and to carry loads and vibrations imposed, including equipment
furnished under mechanical and electrical work. Securely attach to building structural frame.

Arrange and nest any lap joints so prevailing winds blow over, not into, lapped joints. Apply fabric and associated fastening system for
neat and weather tight enclosure. Protect factory finishes form damage.

Install louvers and any accessories in accordance with manufacturer’s recommendations for positive anchorage to building and weather
tight mounting.

2. Attached is a copy of the General Notes which may prove more legible.

3.. DUE DATE REMAINS UNCHANGED

FRRRRRRR R END OF ADDENDUM* sttt sssssss ks

To acknowledge receipt of addendums, either include a copy of addendum with bid submittal or
give written acknowledgement with the proposal. It shall be the responsibility of the respondent to
appropriately disseminate thisinformation to all concerned prior to the assigned due date and time.

Name Company

Signature Date
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GENERAL CONCRETE
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